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名称：南通菲希尔测试仪器有限公司校准实验室

地址：上海市普陀区真北路 915号 2208室

注册号：CNAS L5066

认可依据：ISO/IEC 17025:2017以及 CNAS特定认可要求

生效日期：2021年 05月 24日    截止日期：2023年 04月 13日

附件 5  认可的校准和测量能力范围
注：“测量仪器名称”栏仪器名称前标注*的项目可开展现场校准。

序号 测量仪器名称 被测量 校准规范 测量范围 扩展不确定度（k=2） 说明 生效日期

（0～0.3）μm U=0.022 μm
2021-05-

24
1

*X射线荧光镀层

测厚仪
长度

X射线荧光镀层测厚仪校

准规范 JJF 1306
(0.3～50)μm Urel=8%

  
2021-05-

24

（0～50）μm U=0.55μm
2021-05-

24
2

*磁性、电涡流

式覆层厚度测量

仪

长度
磁性、电涡流式覆层厚度

测量仪检定规程 JJG 818
(50～1250)μm Urel=1.1%

不测校

准用厚

度片 2021-05-

24
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Name: Nantong Fischer Instrumentation Co., Ltd. Calibration Lab

Address: Room 2208, No.915, Zhenbei Road, Putuo District, Shanghai, China

Registration No. CNAS L5066

Accreditation Criteria: ISO/IEC 17025:2017 and relevant requirements of CNAS

Effective Date: 2021-05-24    Expiry Date：2023-04-13

SCHEDULE 5  ACCREDITED CALIBRATION AND MEASUREMENT CAPABILITY SCOPE

Note: The instruments with * represents onsite calibration can be performed.

№ Instrument Measurand Calibration Method Range
Expanded Uncertainty

(k=2)
Note Effective Date

（0～0.3）μm U=0.022 μm
1

*X-Ray 
Fluorescence 
Coating Thickness 
Instrument

Length
C.S.for X-Ray Fluorescence 
Coating Thickness 
Instruments JJF 1306 (0.3～50)μm Urel=8%

  

（0～50）μm U=0.55μm

2

*Magnetic And 
Eddy Current 
Measuring 
Instument For 
Coating Thickness

Length

V.R. Of Magnetic And Eddy 
Current Measuring Instument 
For Coating Thickness JJG 
818

(50～1250)μm Urel=1.1%

Except for 
Coating 
Thickness 
Calibration 
Standard


